This work looks at the exploitation of large numbers of orthogonal redundant inertial measurement units. Specifically, the paper analyses centralized and distributed architectures in the context of data fusion algorithms for those sensors. For both architectures, data fusion algorithms based on Kalman filter are developed. Some of those algorithms consider sensors location, whereas the others do not, but all estimate the sensors bias. A fault detection algorithm, based on residual analysis, is also proposed. Monte-Carlo simulations show better performance for the centralized architecture with an algorithm considering sensors location. Due to a better estimation of the sensors bias, the latter provides the most precise and accurate estimates and the best fault detection. However, it requires a much longer computational time. An analysis of the sensors bias correlation is also done. Based on the simulations, the biases correlation has a small effect on the attitude rate estimation, but a very significant one on the acceleration estimation.
Introduction
In the beginning of the 90s, a novel sensor design technique changed the manufacturing and operation of inertial navigation systems (INS). Micro-electro-mechanical systems (MEMS) integrate the classical mechanical design in the integrated circuit fabrication technology. This new class of small inertial measurement units (IMUs) can then be fabricated in large batches, drastically reducing the production costs. However, their smaller size is problematic; a smaller sensor is more sensitive to temperature and has a smaller scale factor, resulting in a lower signal-to-noise ratio than classical IMUs. On the other hand, the MEMS' small size and low cost make them suitable to build arrays of redundant sensors for fused measurements objective. The combination of inertial sensors in arrays has therefore become an important field of research lately [1] .
The most common purpose for redundant inertial measurement units (RIMUs) in navigation systems is to facilitate the detection and isolation of faulty sensors [2] . The precision and accuracy improvement provided by using multiple measurements is often a secondary objective. In this optic, the studied sensors are, more than often, positioned in a non-orthogonal skewed configuration, known as SRIMU, or on regular polyhedrons. In a SRIMU, the sensors are distributed on a cone, in a way that there is a constant angle between two consecutive sensors [3] . This configuration provides the maximum redundancy and, hence, encapsulates the maximum amount of information for a specific number of IMUs [4] . The regular polyhedrons are, on their parts, the optimal configuration for navigation and fault detection and isolation (FDI) [5] . ω × s sb and the centrifugal acceleration (ω × (ω × s sb )). On its part, the gyroscopes triad is not affected by its location and still measures the angular velocity (ω) only.
For the centralized and distributed architectures, the Kalman filter prediction model required to consider the sensors location will be presented. Then, by eliminating the fictitious forces, a model for an algorithm not considering sensors location will be derived. Similarly, for the baseline architecture, the algorithm discarding sensors location is derived from the algorithm considering sensors location.
Centralized Architecture
In a typical GPS/INS navigation solution, the coupling between the acceleration and attitude rate measurements appears, through the rotation matrix, in the velocity and position vectors [24] . However, without GPS receiver, the velocity, position and attitude are unobservable, and can, without performance degradation, be eliminated from the data fusion algorithm in order to decrease its complexity. For the centralized architecture, the filter state is then composed of the acceleration estimates (a e ), the attitude rate estimates (ω e ) and the biases of all accelerometers (b a ) and of all gyroscopes (b ω ): On its part, the state propagation equation, which is linear, is:
. . . . . . 
The Kalman filter state propagation matrix is the identity matrix of Equation (2), while its output matrix is the Jacobian of Equation (3): 
where the a ω i matrix is the Jacobian of the ith accelerometer measurements with respect to the attitude rate estimates: 
where p e , q e and r e , the components of ω e , are the estimates of, respectively, the roll, pitch and yaw rates, and s xi , s y i and s zi , the components of s sbi , are the locations of the ith accelerometer along, respectively, the body frame x, y and z axes, with respect to the body centre of mass.
Assuming that all sensors have the same specifications, the state noise covariance matrix (Q) and the measurement noise matrix (R) of the Kalman filter are: 
where σ 2 bai is the variance of the ith accelerometer bias, σ 2 bω i is the variance of the ith gyroscope bias, σ 2 wai is the variance of the ith accelerometer random walk and σ 2 wω i is the variance of the ith gyroscope random walk. The matrices σ 2 ae and σ 2 ωe contain the variances of the jerk and angular acceleration, respectively. The variances of the three axes are expressed, individually, along the diagonals of the matrices. The variances of the jerk and of the angular acceleration are estimated based on the expected movements of the sensor, by computing the maximum variation in the expected consecutive measurements. Artillery munitions trajectory is predictable and a good estimation of this variance is achievable. However, for vehicles having unpredictable trajectory (e.g., missiles), the estimation would not be as good.
On their parts, the bias and random walk variances are set to mimic the sensor specifications. As the same sensors are used in all IMUs, all the accelerometers random walk variances σ 2 wa1...n are equal. This is also the case for the accelerometers bias variances σ 2 ba1...n , for the gyroscopes random walk variances σ 2 wω1...n and for the gyroscopes bias variances σ 2 bω1...n . As they cannot be measured, the angular accelerations . ω must be estimated. This can be done by additional components in the Kalman filter state, or by backward finite differences (Equation (8)). The latter is selected in order to decrease the size of the filter state, hence the computational time:
For algorithm not considering sensors location, the fictitious forces are null. The term
. ω e × s sbi + ω e × (ω e × s sbi ) in Equation (3) and the a ω i matrix in Equation (4) are then null. There is therefore no relation between the accelerometer and gyroscope measurements, and no coupling between the axes. Then, in order to diminish the computational time, all axes and sensor types are processed separately. The algorithm not considering sensors location is therefore split in three data fusion filters for the acceleration estimation and three others for the attitude rate estimation. The model of each filter is a subset of the complete model (Equations (2) and (3)); it corresponds to the rows and lines of the estimated parameter and the related sensors bias. The model is then:
. . .
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The previous equations are for the accelerometers. The processing of the gyroscopes is identical, but with the accelerations being replaced by the attitude rates and their corresponding standard deviations. The models of the six filters are then identical. The only difference resides in the values within the covariance matrices, which are related to the estimated parameter.
In the filters initial state, the acceleration and attitude rate estimates are set based on the expected launching state, and the sensors bias are set at 0. On its part, the initial error covariance matrix is set equal to the state noise matrix.
Distributed Architecture
For the distributed architecture, the state of each local filter is composed of 12 elements:
The state equation is therefore: I 3 0 3 0 3 0 3  0 3 I 3 0 3 0 3  0 3 0 3 I 3 0 3  0 3 0 3 0 3 I 
while the output equation is:
A Kalman filter is implemented with its output matrix being the Jacobian of Equation (15): (16) Assuming that all sensors have the same specifications, its covariance matrices are: (18) As for the centralized architecture, the angular accelerations cannot be measured and are estimated using backward finite differences (Equation (8)).
For the algorithm not considering sensors location, as for the centralized architecture, the fictitious forces are null and, for each sensor, the data fusion process can be separated in six filters handling the sensor types and axes individually. When the sensors location is not considered, the subset model used in each filter is composed of the rows and lines of Equations (14)- (16) corresponding to the estimated parameter and its related sensor bias: (20) and the covariance matrices are:
The previous equations are for the accelerometers. The processing of the gyroscopes is identical, but with the accelerations being replaced by the attitude rates and their corresponding standard deviations.
The state of each local filter is initialized based on the expected launching state. The sensors bias are set at 0, and each local filter error covariance matrix is set identical to the state noise matrix.
For both cases, considering or not the sensors location, following the local filters computation, a master data fusion algorithm computes the mean of all estimations for each parameter. Those means are the final estimates, which are sent to the local filters to reset their estimates before the next time step.
Baseline Architecture
In order to better assess the performance of two previous architectures, a baseline architecture is proposed. The baseline architecture computes for each axis (x, y and z) and sensor type (gyroscope and accelerometer), the measurements average. However, because of the centrifugal and angular accelerations, pre-computations are required on the accelerometer measurements before computing their means.
First, the angular velocity is obtained by directly computing, on each axis separately, the mean of the gyroscope measurements.
The acceleration and attitude rate estimations are then used to remove the angular and centrifugal accelerations from the accelerometer measurements:
As previously, the angular accelerations, required in the linear accelerations computation, are estimated by backward finite differences (Equation (8)).
The acceleration estimates are the means of the Equation (23) For the algorithm not considering sensors location, the fictitious forces terms can be removed from the previous equations. The acceleration estimates then become the average, on each axis separately, of the accelerometers measurements only.
Fault Detection and Isolation Algorithm
The FDI algorithm, identical for the three architectures, is based on a statistical analysis of the residual. There are systematic ways to deal with faulty sensors [6, 25] , but as this work realizes relative comparisons of data fusion architectures, a simple FDI method is used.
The residual is the difference between the sensor measurement, and the parameter and sensor bias estimates:
For the baseline architecture, where the bias is not estimated, the latter is considered null in the residual computation.
If this residual is larger than four times the standard deviation of the sensor random walk for two consecutive measurements, the sensor is considered faulty. The two consecutive 4σ threshold is selected in order to limit false warnings, while ensuring detection of faulty sensors. The sensor random walk being considered as a normal distribution, there is 0.0063% (1 in 15,787) chance that a healthy sensor gives a value larger than the threshold. With a sample time of 0.001 s, this is a false warning every 16 s. For two consecutive measurements, this percentage drops to 4.01 × 10 −9 % (1 in 249,229,369), which is approximately a false warning every 29 days. This percentage is equivalent to a single value larger than a threshold of 5.9σ, approximately. However, because of the exponential tail of the normal distribution, a faulty sensor, which is a sensor with a random walk of standard deviation larger than the nominal sensor, has more chance of producing two consecutive measurements larger than 4σ than a single measurement larger than 5.9σ.
Performance Analysis
The architectures and algorithms are tested, in simulation, on a spin-stabilized projectile. A typical low quadrant elevation, low muzzle velocity and Northward launch trajectory is obtained from a projectile simulator developed in a non-spinning body frame [23] . The sensors measurements are simulated by adding random noises and bias instabilities to the nominal accelerations and attitude rates. Except when otherwise mentioned, the noises and biases are completely uncorrelated.
Two series of tests are done. First, the quality of the estimation of each architecture and algorithm, without faulty sensors, is tested (Section 4.1). Then, the performance of the fault detection algorithm is analysed (Section 4.2). For both series, the sensors are distributed around the projectile centre of mass. Hence, each accelerometer measures a different acceleration based on the sensed fictitious forces at its location.
Estimation Precision and Accuracy
As non-collocated sensors are used, the distance between the IMUs, their relative locations and their numbers influence the quality of the estimation of each algorithm. These three parameters are separately analysed.
Relative Locations of the IMUs
The effects of the relative locations of the IMUs are studied by comparing a symmetric 27 IMUs configuration to a configuration where the 27 IMUs are randomly located. In the random configuration, the sensors are all located within the cube of the symmetric configuration ( Figure 1 ) and the randomly their numbers influence the quality of the estimation of each algorithm. These three parameters are separately analysed.
The effects of the relative locations of the IMUs are studied by comparing a symmetric 27 IMUs configuration to a configuration where the 27 IMUs are randomly located. In the random configuration, the sensors are all located within the cube of the symmetric configuration ( Figure 1 ) and the randomly chosen positions are kept for all simulations. The random configuration is physically impracticable, but it is interesting to evaluate the sensors dissymmetry effect on the algorithms. Monte-Carlo simulations, composed of 350 runs each, are executed for 10 and 100 mm separations between the symmetric IMUs (20 and 200 mm edges cubes), and for their corresponding random locations. As the gyroscope measurements are not affected by their locations, the estimation of the attitude rate is not affected by the random configuration. However, the quality of the acceleration estimation decreases with the random configuration. Tables 1 and 2 show the standard deviation of the acceleration estimation errors. Monte-Carlo simulations, composed of 350 runs each, are executed for 10 and 100 mm separations between the symmetric IMUs (20 and 200 mm edges cubes), and for their corresponding random locations. As the gyroscope measurements are not affected by their locations, the estimation of the attitude rate is not affected by the random configuration. However, the quality of the acceleration estimation decreases with the random configuration. Tables 1 and 2 show the standard deviation of the acceleration estimation errors. As expected, without symmetry in the measured fictitious accelerations, the three algorithms not considering sensors location provide completely unusable results. On their part, the algorithms considering sensors location are differently affected by the random configuration. For the three architectures, the performance degradation is larger for the 200 mm edges cube than for the 20 mm one. Also, for the 200 mm edges cube, the degradation is much larger for the baseline architecture than for the two others. The knowledge of the sensor noises characteristics, which is introduced into the Kalman filters, helps at conserving the quality of the estimation with the centralized and distributed architectures. When the locations are considered, the main reason to explain the performances degradation due to random configuration is the sensors bias estimation. The centralized architecture provides a better estimation of the biases (Section 4.3) than the distributed architecture. It is, therefore, less affected by the random configuration. Both architectures use the redundancy and apparent observability differently; the centralized architecture uses it to improve the estimation of the biases, while the distributed architecture uses it to improve the acceleration and attitude rate estimations.
Relative Distance between the IMUs
The distance between 27 IMUs is varied from 1 mm to 100 mm. A symmetric 27 IMUs configuration, a cube with nine IMUs evenly distributed on each face and one IMU in the middle of the cube, at the centre of mass, is selected ( Figure 1 ). This configuration creates symmetries in the sensed fictitious accelerations. Figure 2 presents the resulting standard deviation of the acceleration estimation errors and Figure 3 shows the standard deviation of the attitude rate estimation errors. Those results are obtained with a Monte-Carlo simulation composed of 350 runs for each sensor separation. For each run covering the full projectile trajectory, the standard deviation of the estimation errors is computed. The resulting standard deviations are then averaged over the 350 runs, and the result presented as a function of the sensors separation.
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The distance between 27 IMUs is varied from 1 mm to 100 mm. A symmetric 27 IMUs configuration, a cube with nine IMUs evenly distributed on each face and one IMU in the middle of the cube, at the centre of mass, is selected (Figure 1 ). This configuration creates symmetries in the sensed fictitious accelerations. Figure 2 presents the resulting standard deviation of the acceleration estimation errors and Figure 3 shows the standard deviation of the attitude rate estimation errors. Those results are obtained with a Monte-Carlo simulation composed of 350 runs for each sensor separation. For each run covering the full projectile trajectory, the standard deviation of the estimation errors is computed. The resulting standard deviations are then averaged over the 350 runs, and the result presented as a function of the sensors separation. As a symmetric sensors configuration is used, the algorithms not considering sensors location are still very efficient. For the acceleration estimation with the centralized and baseline architectures, there is no gain at considering the relative locations of the sensors in the algorithms. The fictitious accelerations sensed by one sensor are always cancelled by the corresponding symmetrical sensor. For the distributed architecture, there is even a loss in efficiency when the sensors location is As a symmetric sensors configuration is used, the algorithms not considering sensors location are still very efficient. For the acceleration estimation with the centralized and baseline architectures, there is no gain at considering the relative locations of the sensors in the algorithms. The fictitious accelerations sensed by one sensor are always cancelled by the corresponding symmetrical sensor. For the distributed architecture, there is even a loss in efficiency when the sensors location is considered in the algorithm. In this architecture, the acceleration of each IMU is estimated prior to the averaging. Therefore, portions of the fictitious accelerations are considered as real accelerations and are not canceled by the sensors symmetry.
Considering the sensors location in the algorithms significantly improves the precision of the attitude rate estimation. By taking into account the sensors location, the accelerometers are combined with the gyroscopes in the attitude rate estimation. When the sensors separation grows, the fictitious accelerations increase and are more easily discriminated over the accelerations of the sensor centre of mass and noises. The performance improvement is therefore more important for larger separation. Also, the centralized architecture better exploits those fictitious accelerations than the distributed architecture. The first one considers the sensors configuration as a whole, and therefore, simultaneously estimates the fictitious accelerations sensed by all accelerometers. On its part, the distributed architecture treats each IMU separately and does not exploit the sensors configuration as a whole. It only uses the location of each IMU with respect to the centre of mass. Therefore, portions of the fictitious accelerations are considered as real accelerations. The worse results of the distributed architecture, in comparison to the centralized architecture ones, are emphasized by its poor biases estimation (Section 4.3).
Also, due to the nature of the projectile trajectory and to the Kalman filters tuning, the three projectile axes show similar performance. The motions of the projectile along its y and z axes are not significantly different, and are in the same order of magnitude as its motion along its x axis (linear deceleration). The only parameter which is significantly different than the others is the projectile x axis spin rate which decreases rapidly. Therefore, a larger value is given to the variance of the projectile spin rate σ 2 p . For the algorithms not considering sensors location, the improvements of the centralized and distributed architectures in comparison to the baseline one are slightly less important for this parameter (left graphic of Figure 3 ). However, for the algorithms considering sensors location, the improvements are more significant for this parameter than for the others. The nominal spin rate of the projectile being much larger than the two other rates, the fictitious accelerations due to this rate are larger, and therefore, are more easily distinguishable.
Number of Near Symmetrically Located IMUs
As demonstrated in Section 4.1.2, the symmetry of the sensors significantly influences the estimation performance. Therefore, in this analysis, the locations are selected in order to have a close to symmetric distribution for all numbers of IMUs. In this way, the algorithms not considering sensors location can be applied and provide relatively good performance.
Also, a 10 mm separation between the sensors is selected. For close to symmetric distribution, this distance is the larger one allowing the packaging of all sensors within a projectile fuze. Furthermore, based on Section 4.1.2, this distance still provides a significant gain in the attitude rate estimation.
A Monte-Carlo simulation composed of 350 runs is then executed for each IMU number, which is varied from 2 to 60 by steps of 2. For each run, covering the full projectile trajectory, the standard deviation of the estimation errors is computed. The resulting standard deviations are then averaged over the 350 runs, and the result presented as a function of the number of IMUs in Figures 4 and 5 .
As expected, a trend coherent with the signal averaging theory, a diminution of the standard deviation proportional to 1 √ n , is obtained for all cases. For the algorithms not considering sensors location, the distributed architecture provides the best performance. Because of the local filtering, the mean of the master filter is computed on data having a smaller standard deviation than the raw measurements, resulting in a less noisy final estimation for the distributed architecture than for the baseline architecture. On its part, because of the covariance matrices tuning which gives equal weight to all measurements, the centralized architecture is, when the sensors location is not considered, similar to directly computing the mean of the measurements. The small performance improvement, in comparison to the baseline architecture, comes from the a priori knowledge of the trajectory and noises introduced into the Kalman filter. The two Kalman filterbased architectures, therefore, use the redundancy differently: the centralized one improves the biases estimation (Section 4.3), while the distributed one improves the parameter estimations.
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On its part, because of the covariance matrices tuning which gives equal weight to all measurements, the centralized architecture is, when the sensors location is not considered, similar to directly computing the mean of the measurements. The small performance improvement, in comparison to the baseline architecture, comes from the a priori knowledge of the trajectory and noises introduced into the Kalman filter. The two Kalman filterbased architectures, therefore, use the redundancy differently: the centralized one improves the biases estimation (Section 4.3), while the distributed one improves the parameter estimations. However, as in Section 4.1.1, due to how it handles the fictitious accelerations, the centralized architecture with its algorithm considering sensors location is the best option for nearly all tested number of IMUs. The light geometric dissymmetry for some numbers of sensors, and the non-linear variation, with respect to the number of IMUs, of the distance between the centre of mass of the IMUs configuration and the farthest IMU, explain the non-smooth behaviour of the distributed architecture acceleration estimation and of the centralized and distributed architectures attitude rate estimation.
As in Section 4.1.1, the algorithms considering sensors location are, for the attitude rate estimation, better than those not considering them, but the distributed architecture acceleration estimation is worse when the sensors location is considered. Also, the acceleration estimation errors of the centralized and baseline architectures are not significantly modified by the inclusion of the sensors location within the algorithms. As in Section 4.1.1, because of the large nominal value of the spin rate, the estimation of this parameter differs from the others; the centralized and distributed architectures with their algorithms not considering sensors location are slightly less efficient for the spin rate axis than for the other axes, the opposite being observed for those architectures when the sensors location is considered in the algorithms.
All previous results were obtained with fully uncorrelated bias instabilities. However, MEMS are expected to have some correlations between them. Therefore, a second series of tests, with fully correlated biases is done. For these tests, the same bias is applied to all sensors generating measurements for the same parameter. There are no correlations between the axes and, as it is nearly impossible to know the sensors' correlation in a real system, the knowledge of the correlation is not included in the Kalman filter covariance matrices.
The following graphics compare the attitude rate ( Figure 6 ) and acceleration ( Figure 7 ) estimation errors of the correlated biases tests to the previous uncorrelated ones. Obviously, the biases of the sensors measuring the same parameter are not expected to be fully correlated nor fully uncorrelated. However, comparing the two sets of results provides bounds for the achievable performance. In order to keep the graphics readable, the results of the algorithms considering sensors location were included only. For correlated biases, the three algorithms not considering sensors location provide estimations nearly identical to those of the baseline algorithm considering sensors location.
sensors location is considered in the algorithms.
When the sensors location is considered, the accelerometers provide supplementary information on the attitude rate, allowing the distinction between the biases and vehicle motions. This is the main explanation of the improvements, with respect to the number of sensors, obtained with fully correlated biases. On their parts, the three architectures' acceleration estimation and the baseline attitude rate estimate provide, as mentioned in the literature [20] , small improvements with respect to the number of considered IMUs. The biases cannot be clearly distinguished from the vehicle motions, and increasing the number of IMUs does not fix the issue. Up to this point, the analysis is focusing on the precision of the estimation. The second important characteristic of the quality of an estimation is its accuracy, characterized by the mean of the estimation errors. For the tested cases, the mean is always near 0 and does not show a specific trend with respect to the number of IMUs.
The third studied characteristic of the algorithms is the relative computational time, which is presented in Figure 8 as a function of the number of IMUs. As the sensors' bias correlation does not affect the computational time, only the times of the fully uncorrelated biases tests are presented. The reference computational time is the computational time of the baseline architecture with its When the sensors location is considered, the accelerometers provide supplementary information on the attitude rate, allowing the distinction between the biases and vehicle motions. This is the main explanation of the improvements, with respect to the number of sensors, obtained with fully correlated biases. On their parts, the three architectures' acceleration estimation and the baseline attitude rate estimate provide, as mentioned in the literature [20] , small improvements with respect to the number of considered IMUs. The biases cannot be clearly distinguished from the vehicle motions, and increasing the number of IMUs does not fix the issue.
Up to this point, the analysis is focusing on the precision of the estimation. The second important characteristic of the quality of an estimation is its accuracy, characterized by the mean of the estimation errors. For the tested cases, the mean is always near 0 and does not show a specific trend with respect to the number of IMUs.
The third studied characteristic of the algorithms is the relative computational time, which is presented in Figure 8 as a function of the number of IMUs. As the sensors' bias correlation does not affect the computational time, only the times of the fully uncorrelated biases tests are presented. The reference computational time is the computational time of the baseline architecture with its algorithm not considering sensors location in the case of two IMUs. Table 3 summarizes the operation that requires the most computational time for each architecture and the number of times this operation must be performed. Up to this point, the analysis is focusing on the precision of the estimation. The second important characteristic of the quality of an estimation is its accuracy, characterized by the mean of the estimation errors. For the tested cases, the mean is always near 0 and does not show a specific trend with respect to the number of IMUs.
The third studied characteristic of the algorithms is the relative computational time, which is presented in Figure 8 as a function of the number of IMUs. As the sensors' bias correlation does not affect the computational time, only the times of the fully uncorrelated biases tests are presented. The reference computational time is the computational time of the baseline architecture with its algorithm not considering sensors location in the case of two IMUs. Table 3 summarizes the operation that requires the most computational time for each architecture and the number of times this operation must be performed. For the baseline architecture, the data fusion is implemented through, quickly performed, basic mathematical operations and the computation time variation as a function of the number of IMUs is marginal for the algorithm not considering sensors location. However, for the algorithm considering For the baseline architecture, the data fusion is implemented through, quickly performed, basic mathematical operations and the computation time variation as a function of the number of IMUs is marginal for the algorithm not considering sensors location. However, for the algorithm considering sensors location, the estimation of the angular acceleration which requires n cross-products is more time consuming and produces an increase of the computational time proportional to the number of sensors.
For the distributed architecture, the computational time increments come from the time required to compute the added local filters. For the algorithm not considering sensors location, each local filter has to compute six divisions, while for the algorithm considering sensors location, it must invert a 6 × 6 square matrix. Both operations are similar in term of computational time, the small difference being rather due to the larger amount of data handling operations for the algorithm not considering sensors location.
For the centralized architecture, the computational time is driven by the inversion of the Kalman filter covariance matrix. When the sensors location is considered, the addition of an IMU adds six rows and six columns to the matrix to be inverted. However, when the sensors location is not considered, it rather adds one row and one column to each of the six covariance matrices. For a relatively small symmetric matrix, the inversion is quickly performed. Therefore, among the algorithms not considering sensors location, the centralized architecture, which requires less handling operations, is faster than the distributed one. However, for large matrix, typical of the centralized architecture with its algorithm considering sensors location, the computational time is much longer.
The presented data fusion algorithms do not provide attitude, velocity and position estimations, which are provided by a standard INS. Also, without GPS receiver, there is no corrections possibility on these estimations. The estimated attitude rate is therefore directly integrated to estimate the attitude. On its part, the estimated acceleration, which is measured in the body frame, is transposed, by a rotation matrix, in the North-East-Down (NED) frame and integrated, in this frame, to estimate the position and velocity.
The standard deviation of the position errors is shown in Figure 9 . As a comparison point, the typical precision of a military grade GPS receiver is included in the graphics.
The standard deviation of the position errors is shown in Figure 9 . As a comparison point, the typical precision of a military grade GPS receiver is included in the graphics. Even if the precision of the acceleration and attitude rate estimations differ between the algorithms, the standard deviation of the position errors when the projectile hits the ground is not significantly different between the algorithms not considering sensors location, the gaps being not even visible in the graphics. The distributed architecture is better than the two others by, approximately, 0.01 m.
However, for the algorithms considering sensors location, the centralized and distributed architectures offer a significant gain over the baseline architecture, the improvements coming from the better attitude rate estimation. The accelerations are measured in the body frame, while the positions are expressed in the NED coordinates. To migrate from the body frame to the NED frame, the accelerations must be rotated. The rotation is performed by a rotation matrix which is directly affected by the attitude rate estimation. Even if the precision of the acceleration and attitude rate estimations differ between the algorithms, the standard deviation of the position errors when the projectile hits the ground is not significantly different between the algorithms not considering sensors location, the gaps being not even visible in the graphics. The distributed architecture is better than the two others by, approximately, 0.01 m.
However, for the algorithms considering sensors location, the centralized and distributed architectures offer a significant gain over the baseline architecture, the improvements coming from the better attitude rate estimation. The accelerations are measured in the body frame, while the positions are expressed in the NED coordinates. To migrate from the body frame to the NED frame, the accelerations must be rotated. The rotation is performed by a rotation matrix which is directly affected by the attitude rate estimation.
Fault Detection
The efficiency of the algorithm proposed for FDI is tested on a specific number of IMUs and a fixed number of faults. The symmetric 27 IMUs configuration of Section 4.1.2, with three faults for the accelerometers and three faults for the gyroscopes, is used to assess the FDI performance of the three architectures equipped with the proposed FDI algorithm. A single form of faulty sensor, a sensor producing a measurement related to the vehicle motion, but with a larger random walk than the sensor typical one, is studied. The faulty sensor, the time of the fault and the amplitude of the faulty random walk are randomly set prior to each simulation. The amplitude of the random walk of the faulty sensor is, at least, 1.75 times that of a healthy sensor, and the fault occurs, at least, 1 s prior to the end of the simulation.
In this section, only the algorithms considering sensors location are studied. The algorithms not considering sensors location quickly consider all accelerometers as faulty, because they assimilate the fictitious accelerations to the sensors bias. Figures 10 and 11 , respectively, show the mean numbers of correctly detected faulty sensors and of false warnings, based on Monte-Carlo simulations of 100 runs each.
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In this section, only the algorithms considering sensors location are studied. The algorithms not considering sensors location quickly consider all accelerometers as faulty, because they assimilate the fictitious accelerations to the sensors bias. Figures 10 and 11 , respectively, show the mean numbers of correctly detected faulty sensors and of false warnings, based on Monte-Carlo simulations of 100 runs each. Because of its inability to correctly estimate the sensors bias, the distributed architecture generates a lot of false warnings, while the centralized architecture correctly identifies nearly all faulty sensors. The effect of this poor biases estimation is shown in Figure 12 . This figure presents the 4σ thresholds of the centralized and distributed architectures over the measurements of a healthy sensor, when 27 IMUs are used. Because of its drift, at 8.9 s, this healthy sensor is considered faulty by the distributed architecture. The ideal threshold, added to the graphic, is the threshold computed on the nominal biased value. The latter is the measured value without noise. 
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In this section, only the algorithms considering sensors location are studied. The algorithms not considering sensors location quickly consider all accelerometers as faulty, because they assimilate the fictitious accelerations to the sensors bias. Figures 10 and 11 , respectively, show the mean numbers of correctly detected faulty sensors and of false warnings, based on Monte-Carlo simulations of 100 runs each. Because of its inability to correctly estimate the sensors bias, the distributed architecture generates a lot of false warnings, while the centralized architecture correctly identifies nearly all faulty sensors. The effect of this poor biases estimation is shown in Figure 12 . This figure presents the 4σ thresholds of the centralized and distributed architectures over the measurements of a healthy sensor, when 27 IMUs are used. Because of its drift, at 8.9 s, this healthy sensor is considered faulty by the distributed architecture. The ideal threshold, added to the graphic, is the threshold computed on the nominal biased value. The latter is the measured value without noise. The bias estimation also explains why there are more false warnings for the accelerometers than for the gyroscopes. Because of the fictitious forces, the measured acceleration magnitude is much larger than the measured attitude rate one. The distributed architecture has difficulty to estimate the sensors bias in presence large measured values (Section 4.3).
The proposed FDI algorithm is therefore dependent of the number of IMUs. With more IMUs, the standard deviation of the residual decreases and the bias estimation improves. A smaller standard deviation smoothes the threshold bounds, while a bias estimation improvement tightens them. Figure 13 shows, for 8 and 64 IMUs, the threshold of the centralized architecture and the detection time of a faulty sensor. Because of a better threshold estimation, the fault is detected nearly 6 s earlier with 64 IMUs. The bias estimation also explains why there are more false warnings for the accelerometers than for the gyroscopes. Because of the fictitious forces, the measured acceleration magnitude is much larger than the measured attitude rate one. The distributed architecture has difficulty to estimate the sensors bias in presence large measured values (Section 4.3).
The proposed FDI algorithm is therefore dependent of the number of IMUs. With more IMUs, the standard deviation of the residual decreases and the bias estimation improves. A smaller standard deviation smoothes the threshold bounds, while a bias estimation improvement tightens them. Figure 13 shows, for 8 and 64 IMUs, the threshold of the centralized architecture and the detection time of a faulty sensor. Because of a better threshold estimation, the fault is detected nearly 6 s earlier with 64 IMUs. 
Bias Estimation
Most of the results obtained previously are highly influenced by the inclusion of the sensors bias estimation within the centralized and distributed architectures. An analysis of this bias estimation is therefore done.
Both, the distributed and centralized architectures, have an unobservable subspace. However, they both show the typical behaviour of a fully observable system. Notably, they are able to come back to the true value after a significant outlier. This apparent observability comes from the correlation between the measurements, which is used to extract supplementary information for the sensors bias estimation. The centralized architecture is however better at estimating those biases, as shown in Figure 14 , which shows the estimation of a bias on a gyroscope measuring the spin rate in a 8 and a 64 sensors configuration, the sensors location being considered. Furthermore, also visible on Figure 14 , with more sensors, which favour the extraction of supplementary information, the biases estimation is improved. Figure 15 illustrates the difficulty of the distributed architecture, due to the a priori knowledge of the trajectory (sensor movements) introduced into the Kalman filter state noise covariance matrix, to estimate the sensors bias when the expected measurement variation is large. In this figure, the same bias is applied on gyroscopes measuring (large value) and (small value). This figure 
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Conclusions
This work has analysed two data fusion architectures, a centralized architecture and a distributed architecture, to treat the measurements of a large amount of orthogonal redundant inertial measurement units. For each architecture, an algorithm considering the location of the sensors and another one not considering it have been proposed. In the centralized architecture, all sensor measurements are simultaneously processed by a single Kalman filter. In the distributed architecture, the measurements of each sensor are filtered by a local Kalman filter before being sent to a master data fusion filter which computes the final estimate. A baseline architecture, which directly computes the mean of the measurements, is used as a point of comparison. As this work focused on Micro-Electronic-Mechanical Systems, whose one of their main weaknesses is their large bias instability, the implemented Kalman filters were designed to estimate the sensors bias.
The Monte-Carlo simulations demonstrated that the centralized architecture with its algorithm considering sensors location provides the best performance. Its estimations of the accelerations, attitude rates and sensors bias are the most precise and accurate. It is also less affected when the IMUs are randomly located and its acceleration estimation does not degrade when the distance between the IMUs is increased. Additionally, it provides better fault detection capabilities, detecting nearly all faults and generating few false warnings. However, its better performance comes at the expense of a much longer computational time. The distributed architecture with its algorithm considering sensors location provides, at a much lower computational time, good estimations of the accelerations and attitude rates. However, the quality of these estimations degrades when the IMUs are located randomly, and its fault detection capabilities are very limited. The centralized and distributed architectures with their algorithms not considering sensors location remain viable for nearly symmetric locations, but they are completely unusable when the IMUs are located randomly, and for fault detection. With correlated sensors bias, only the centralized and distributed architectures with their algorithms considering sensors location are able to obtain a significant improvement, with respect to the number of IMUs, of the attitude rate estimation. Also, in presence of sensors bias correlation, no matter which architecture is used, the quality of the acceleration estimation is barely modified by the number of sensors.
The results and analyses of this paper were obtained under perfect conditions for the filtering algorithms, which means that the latter were always set with perfect knowledge of the sensors' characteristics and their locations. This study could be extended to cases considering an approximate knowledge of this information. Also, a more in-depth analysis, involving real flight data with a specific number of IMUs, would be done to validate the simulation results. 
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